
PIPETTES-CP 

Fixed volume pipettes with Tipp ejector. Fully 
autoclavable. 

For every laboratory in every field.  

33 PIPETTE-CP models within the range 2 to 1000µl. 

Highest performance for the best price.  

Characteristic Features: 

L3-SERIES PIPETTES

Excellent precision and accuracy in measurement of liquid  
Ergonomic design of handle for easy and pleasant work  
Easy removal of tip ejector when working with narrow test tubes  
Piston made of chemically resistant material  
Built in special system eliminating pipetting error  
Maintenance free  
Individual quality certificate with each unit  
The pipette is made of materials resistant to corrosive agent  

Cat. No Model Volume Range µl

2.3.1. CP2 2 
2.3.2. CP5 5 
2.3.3. CP7 7 
2.3.4. CP10 10 
2.3.5. CP15 15 
2.3.6. CP20 20 
2.3.7. CP25 25 
2.3.8. CP30 30 
2.3.9. CP40 40 
2.3.10. CP44,7 44,7 
2.3.11. CP50 50 
2.3.12. CP60 60 
2.3.13. CP70 70 
2.3.14. CP75 75 
2.3.15. CP80 80 
2.3.16. CP90 90 
2.3.17. CP100 100 

Cat. No Model Volume Range µl

2.3.18. CP120 120 
2.3.19. CP150 150 
2.3.20. CP200 200 
2.3.21. CP200A 200 (blue tips)
2.3.22. CP220 220 
2.3.23. CP250 250 
2.3.24. CP300 300 
2.3.25. CP400 400 
2.3.26. CP450 450 
2.3.27. CP500 500 
2.3.28. CP600 600 
2.3.29. CP700 700 
2.3.30. CP750 750 
2.3.31. CP800 800 
2.3.32. CP900 900 
2.3.33. CP1000 1000 
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